Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

E-CATALOGUE OF PREFAB COLD ROOM
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

INSULATED PANEL FOR PREFAB COLD ROOM
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The insulated panel for prefab cold room adopts the most
advantage polyurethane, whose insulation performance is
better than other materials at present. The surface of the

panel is color coated steel plate or stainless steel plate.The
strength of the insulated panel improved greatly when it is

cohered with the steel plate.

The insulated panels are
Connected With Concavo
-convex structure and
closed with panel fastener.

The gap Between panels is

sealed with seal glue

As the insulated panel is manufactured with the same
dimension and the panel fasteners (cam locks) are
pre-embedded into the panel during production, the
Insulated panel can be assembled at worksite easily;
It is also very convenient to partition, enlarge or move
the cold room.

For the more detailed,please find the followingcontents.

Tel : (86) 53186109991 Fax : (86) 531 86101306 Mail: michael@jnbullex.com
Address: Wanda Square Shizhong District, Jinan, Shandong ~ Post Code: 250200



Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

SPECIFICATION FOR PREFAB COLD ROOM PANEL
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Items Production Standard
IEIE] HEIEE
Panel Density EiRZE (kg/m3) 40
Length RE (m) <11.8
Sizes Of Panel Width B (mm) 950
1ath § mm
AR —
Thickness EE (mm) 75 ~200
Heat Conductivity EZREL (W/m-k) <0.029
Compressive trength B8 ( N/cm)2 >200
Tensile Strength  #iHE&E  ( N/cm)2 >24.5
Bending Strength #iE3&E ( N/cm)2 >24.5
Water Absorption IR7K#4 (g/100cm ) <3

Flame Resistance (only for panels added flame retardant agent)

PEAMERE ( STELRINBKEIRIESR )

Self-extinguishing within 3

seconds after taking away flame

Material of covering sheet EiRIE
Bending Strength #1Z38& ( N/cm)2

precoated galvanized steel,
stainless steel,

aluminum-plastic composite

Width &
<1300
E (mm)
Swing Door 18P
Height &
<2000
E (mm)
Width &
discretionary
E (mm)
Sliding Door F#8F9
Height &
discretionary
E (mm)
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

[SWING DOOR -3 ]]

[SLIDING DOOR #4771
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

ACCESSORIES FOR COLD ROOM
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1.CAM LOCK L2

2.DOOR HINGE ["]§: 3

3.DOOR LOCK "4

4.PLASTIC TRIPOD SEPARATORS %3 #21
5.,THERMOHYGROGRAPH 25t

6.PVC STRIP CURTAIN (PVC #kFf
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

CAM LOCK
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

DOOR HINGE
[ s

[MODEL: CA1106]
<-Material: high strength zinc & aluminum alloy

<-Surface: polishing & chromium plating

<Weight: 155 g
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

[MODEL: CA1132]

<-Material: high strength zinc & aluminum alloy
<-Surface: polishing & chromium plating
<-Weight: 380 g

CA1132
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

[MODEL: CA1238]

<-Material: high strength zinc & aluminum alloy

<-Surface: polishing & chromium plating
<Weight: 1295 g
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

[MODEL: CA1432]

<-Material: high strength zinc & aluminum alloy
<-Surface: polishing & chromium plating
<Weight: 230 g

CA1432
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

[MODEL: CA1460]

<-Material: high strength zinc & aluminum alloy
<-Surface: polishing & chromium plating
<-Weight: 635 g
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

[MODEL: CA17601]
<-Material: high strength zinc & aluminum alloy
<-Surface: polishing & chromium plating

<Weight: 250 g
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

Door Locks
"] 65

[MODEL: CA1116]

<-Material: high strength zinc & aluminum alloy

<Surface: polishing & chromium plating
<Weight: 215 g
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

[MODEL: CA1178]
<-Material: high strength zinc & aluminum alloy

<-Surface: polishing & chromium plating

<Weight: 920 g
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Shandong Bullex-Schwall Composite Material Technology Co.,Ltd

SUGGESTION FOR PREFAB COLD ROOM
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Y Don’ t put the wooden pallet in the cold room. The plastic or steel
{Z:C\Mg; [
B ';/ 7.V foundation can be put under the cold room in order to moisture proof.
m - Don’ t directly put the goods with high humidity into the cold room
\ fi 3y Q' ‘ . . . .
N e A in order to avoid the air-cooler frosting.
fb. 6\ | ”~ Don’ t directly push the pushcart into the cold room without concrete
=
YAy - o
ey o flooring in order to avoid damaging the floor panel.
~—
h
(\;’_{_’ﬁgr\ Shut the door without fail after the working people go out or into the cold
[N WA
l D10 1 . .
——1 7 room in order to reduce the loss of the cold air
ar

Don’ t kick or bump the door with the pushcart.

Tel : (86) 53186109991 Fax : (86) 531 86101306 Mail: michael@jnbullex.com
Address: Wanda Square Shizhong District, Jinan, Shandong ~ Post Code: 250200



